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HM DIGITAL IN-LINE TDS MONITORS 

HM DIGITAL DM-2 
DUAL IN-LINE TOTAL DISSOLVED SOLIDS METER 

Displays instant TDS levels of the feed water and purified water with in 
& out sensors.  Large easy to read LCD display, splash proof housing. 
 
Ranges:   0-9990ppm 
 
Resolution: 1ppm 
Accuracy: +/- 2%  
 
Fittings: 1/4” T-fittings (also available with 3/8” or 1/2”) 
Dimensions: 11.6 x 6.8 x 1.8 cm 
 
116cm Sensor cable length. 
Automatic Temperature compensation (1 to 65°C). 
Installs in minutes. 
Powered by 2 AA batteries. 
750 hours battery life. 
 

HM DIGITAL SM-1 
IN-LINE TOTAL DISSOLVED SOLIDS METER 

Displays the TDS level of a single water line.  Ideal for knowing instantly 
if your water purification system is performing or not.  Auto-off function 
conserves battery power; unit shuts off automatically after 10 minutes of 
non-use. 
 
Ranges:   0-9990ppm 
 
Resolution: 1ppm 
Accuracy: +/- 2%  
 
Fittings:  1/4” T-fitting (also available with 3/8” or 1/2”) 
Dimensions: 7.6 x 2 x 4.7 cm 
 
62cm Sensor cable length. 
Automatic Temperature compensation (1 to 65°C). 
Installs in minutes. 
Powered by 2 x 1.5V button cells. 
1000 hour battery life. 


