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SECTION 20 
 Valves 

Allaqua DSV Solenoid Valves 

* Please refer to ‘Aqua Products Limited’ terms and conditions of sale for complete warranty conditions.  

Available in Brass or 304SS.  
Voltage in 230VAC, 110VAC, 24VDC, 12VDC.   
Seals in NBR, EPDM or Viton.   
Normally open valves available on request. 

Models: 

• Direct Acting Solenoid Valves 

• IP65 

• 304SS 

• 0-10 Bar 

• 0-80°C 

• Viton Seal 

• IP65 

• 12 Month Warranty* 

Standard Features: 

Model 
Connections 

BSP inch 
Cv  

Lift  
Action 

Valve  
Body 

DSV15SVC-24 1/2 4.6 Semi-Direct 304SS 24 DC 

DSV20SVC-24 3/4 8.5 Semi-Direct 304SS 24 DC 

DSV25SVC-24 1 12 Semi-Direct 304SS 24 DC 

DSV32SVC-2 1-1/4 26 Semi-Direct 304SS 24 DC 

DSV40SVC-24 1-1/2 26 Semi-Direct 304SS 24 DC 

DSV50SVC-24 2 48 Semi-Direct 304SS 24 DC 

DSV15SVC-230 1/2 4.6 Semi-Direct 304SS 230 AC 

DSV20SVC-230 3/4 8.5 Semi-Direct 304SS 230 AC 

DSV25SVC-230 1 12 Semi-Direct 304SS 230 AC 

DSV32SVC-230 1-1/4 26 Semi-Direct 304SS 230 AC 

DSV40SVC-230 1-1/2 26 Semi-Direct 304SS 230 AC 

DSV50SVC-230 2 48 Semi-Direct 304SS 230 AC 

Voltage  

Allaqua DSV valves offer an economical solution for process automation.   
 

We recommend Allaqua solenoid valves for applications requiring fast opening & closing  
and multiple quick switching operations.   

 

Suitable for water, air, gases & oil - for viscosities up to 20cPs. 

Options: 


