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SECTION 20 
Valves 

Allaqua Mini Motorised Ball Valves 

* Please refer to ‘Aqua Products Limited’ terms and conditions of sale for complete warranty conditions.  

Motorised ball valves are a popular alternative to solenoid valves, often retro fitted into difficult  
applications where solenoid valves are problematic.   

 

Motorised ball valves have no diaphragms to rupture, no pilot tubes to block, no minimum pressure 
requirement and no restriction to flow.   

 

These valves feature a visual indication of valve position. 

Weather cover for 
outdoor use 

Models: 

• Compact Mini Actuator 

• Reliable Operation, 70,000+ Cycles ** 

• Fast Operation <5 Seconds 

• Valve Position Indicator Window 

• Multi Voltage 9-24VAC or DC 

• Viton Seals 

• IP65 

• 1.5m Cable 

• Outside Weather Cover for Valves 1/2 to 1” 

• 12 Month Warranty* 
 
 **  Manufacturer testing with water at 0.4Mpa  

Standard Features: 

Options: 

Model 
Connections 

BSP inch 
Bore  

Diameter mm 
Valve  
Body 

Wiring  
Version Voltage  

MOV156VC0022-24  1/2 15 316SS 2 wire 24 AC/DC 

MOV206VC0022-24  3/4 20 316SS 2 wire 24 AC/DC 

MOV256VC0022-24  1 25 316SS 2 wire 24 AC/DC 

MOV326VC0022-24  1-1/4 32 304SS 2 wire 24 AC/DC 

MOV406VC0022-24  1-1/2 40 304SS 2 wire 24 AC/DC 

MOV506VC0022-24  2 50 304SS 2 wire 24 AC/DC 

Also available in brass, PVC or 304SS.   
2 wire (auto-close) or three wire versions.   
1/4 and 3/8” valves.  
Position feedback switch option.    
Normally open valves available on request. 
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SECTION 20 
 Valves 

Allaqua Motorised 3 Port Ball Valves 

* Please refer to ‘Aqua Products Limited’ terms and conditions of sale for complete warranty conditions.  

Stainless steel 3 port 
motorised flow 

diversion ball valves.   
Flow direction 

depends on ball valve 
configuration,  

options as shown. 

For 304SS brass or PVC models please enquire.   
3 wire version on request.   
Larger valves on request. 

Models: 

• 3-Way Valve 

• Compact Mini Actuator 58x72x88mm 

• Reliable Operation 70,000+ Cycles** 

• Operation <15s  

• Valve Position Indicator Window 

• 316SS 

• Viton Seal 

• IP65 
• 12 Month Warranty* 

Standard Features: 

Model 
Connections 

BSP inch 
Nominal 

Diameter mm  
Flow  

Direction  
Wiring  
Version Voltage  

MOV156VC002A-24  1/2 15 A  2 wire 24 AC/DC 

MOV156VC002B-24  1/2 15 B 2 wire 24 AC/DC 

MOV156VC002C-24  1/2 15 C 2 wire 24 AC/DC 

MOV156VC002D-24  1/2 15 D 2 wire 24 AC/DC 

MOV156VC002L-24  1/2 15 L 2 wire 24 AC/DC 

MOV206VC002A-24  3/4 20 A  2 wire 24 AC/DC 

MOV206VC002B-24  3/4 20 B 2 wire 24 AC/DC 

MOV206VC002C-24  3/4 20 C 2 wire 24 AC/DC 

MOV206VC002D-24  3/4 20 D 2 wire 24 AC/DC 

MOV206VC002L-24  3/4 20 L 2 wire 24 AC/DC 

MOV256VC002A-24  1 25 A  2 wire 24 AC/DC 

MOV256VC002B-24  1 25 B 2 wire 24 AC/DC 

MOV256VC002C-24  1 25 C 2 wire 24 AC/DC 

MOV256VC002D-24  1 25 D 2 wire 24 AC/DC 

MOV256VC002L-24  1 25 L 2 wire 24 AC/DC 

Options: 


